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1. Introduction
Recent reports have demonstrated attrac-
tive sensing properties of single ZnO 
tetrapods (ZnO-T) or crossed zinc oxide 
nanorods.[1,2] However, despite the high 
sensitivity of individual structures, they 
commonly exhibit several disadvantages, 
including a slow response rate at room 
temperature and the need for expensive 
equipments.[1–6] The connection of ZnO-T 
into networks can be an effective way to 
increase the sensitivity and response rate 
through specific and improved sensing 
mechanisms considering an increased 
number of potential barriers between 
external connections.[7–12] Furthermore, 
due to the random alignments and the 
high aspect ratio of the ZnO-T nano- and 
microstructures, there is high probability 
for the formation of interconnections 
allowing continuous paths for current 
flow through the ZnO-T networks.[7]
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In the case of reducing gases for n-type nanostructures-
based gas sensors, besides a high Igas/Iair ratio and fast rise/
decay times, one of the principal gas sensor characteristics is 
the selectivity to specific gases and also chemical species. Most 
of the conventional gas sensors based on ZnO and SnO2 usu-
ally suffer from cross-sensitivity to other gases.[13] Thus, it is 
essential to develop a cost-effective method to fabricate highly 
selective sensors with an improved gas response over the 
normal ZnO and SnO2. Controlling the crystallinity, crystal 
size and shape, effective surface area, and porosity are some 
of the principal parameters for tuning the selectivity and sensi-
tivity of the gas sensors.[5,6,14–18] The doping of semiconducting 
oxides is another effective way to improve the gas sensing 
properties of devices, which results in tuning the concentra-
tion of charge carriers enabling the modulation of the Debye 
length[15,19] and is often referred to as “electronic sensitization.” 
In turn, the doping effect promotes the creation of defects that 
can lead to an improvement of the gas sensing properties of 
the base-sensing material.[4,5,11,20] However, depending on the 
synthesis method, the high doping concentrations may con-
tribute to the appearance of a dopant-related second phase and 
also to segregation effects on the surface of semiconducting 
oxide nanostructures.[21,22] Consequently, the micro- and nano-
heterojunctions are formed, leading to interesting new sensing 
properties.[21,22]
Nano- and microscale ZnO tetrapods form a highly porous 
interconnected three-dimensional (3D) structure with a large 
surface-to-volume ratio having many gas diffusion channels, 
and are therefore excellent candidates for fabricating sensor 
devices with enhanced gas sensing response.[9,22] Sensors 
based on undoped ZnO-T networks with a high response 
to ethanol,[9,11,23] acetaldehyde,[24] and H2S gas[10] have been 
reported. The formation of heterojunctions in these tet-
rapodal networks seems to be the main key and an efficient 
phonomenon to further improve the sensing properties of the 
ZnO-T.[25] Recently, novel hybrid materials based on highly 
porous ZnO-T 3D networks with different types of metal 
oxides (MexOy) and ternary alloyed systems (ZnxMe1−xOy), have 
been synthesized by a simple flame transport synthesis (FTS) 
approach.[22,26]
In this work, hybrid networks of ZnO-T with Zn2SnO4 and 
ZnO-T with Bi2O3 were synthesized by the FTS approach and 
their morphological, structural, vibrational, optical, chemical, 
and sensing properties were investigated in detail. In com-
parison with pure ZnO-T networks synthesized by the same 
procedure, the formation of additional microstructures on 
the surfaces of tetrapods were observed after the synthesis of 
ZnO-T in the presence of Sn-metal microparticles followed 
by thermal annealing. Subsequent characterization demon-
strated that these additional microparticles consist of Zn2SnO4 
in the crystalline phase. In the case of Bi-doped ZnO-T sam-
ples, ZnO and Bi2O3 crystalline phases were detected. Sensing 
measurements revealed improved properties for the detection 
of CO and H2 gases, due to heterojunctions formed between 
the ZnO-T and the Zn2SnO4 and Bi2O3 hybrid systems. Fur-
thermore, the devices based on individual hybrid structures 
of ZnO-T-Bi2O3 and ZnO-T-Zn2SnO4 with ultra-high H2 gas 
response have been fabricated. Calculations based on density 
functional theory (DFT) have been carried out to model the 
Bi- and Sn-doped ZnO(0001) surfaces and their interaction with 
H2 and CO gas molecules. The gas sensing behavior observed 
from the calculations is similar to the H2 molecules interaction 
on doped CuO[14b] and ZnO[27] surfaces, where charge transfer 
and Fermi energy changes were found as indicators of the gas 
sensing mechanisms.
2. Results and Discussions
2.1. Morphological Studies of Hybrid 3D Networks 
(ZnO-T-MexOy and ZnO-T-ZnxMe1−xOy)
Scanning electron microscopy (SEM) images of ZnO-T-Bi2O3 
hybrid networks (ZnO:Bi 20:1 and ZnO:Bi 10:1) are pre-
sented in Figure 1a,b and Figure 1c,d, respectively. It has been 
observed that the highly porous 3D networks are composed of 
dense interconnected ZnO-T nano- and microstructures with 
a size range of 20–100 µm (see Figure S1a, Supporting Infor-
mation). Representative interconnections in the networks 
after annealing at 1150 °C for 5 h are presented in Figure S2 
(Supporting Information). In comparison with pure ZnO-T 
networks,[8,22] the clear hexagonal shape of the tetrapod arms 
disappears after annealing the ZnO with Bi metal microparti-
cles (Figures S1b–f and S2, Supporting Information). A layered 
structure at the end of the tetrapod arms can clearly be observed 
for ZnO-T-Bi2O3 hybrid 3D networks (Figure S1b–f, Supporting 
Information). Furthermore, for the highest concentration of Bi 
metal microparticles, the nanodots are formed on the surface 
of ZnO-T-Bi2O3 inteconnected samples (Figure S2, Supporting 
Information). The development of secondary microparticles, 
as is the case of hybrid networks with other types of metal 
oxides,[22] along with an essential change in the dimensions 
of ZnO-T, was absent for the synthesized hybrid ZnO-T-Bi2O3 
samples.
In the hybrid 3D networks consisting of ZnO-T and 
Zn2SnO4 (ZnO:Sn 30:1, see Figure 1e,f and Figure S3a,b, Sup-
porting Information), interconnected ZnO-T were formed with 
sizes in the range of 30–150 µm. Increasing the concentration 
of the Sn metal microparticles (ZnO:Sn 15:1, see Figure 1g,h), 
we observed the formation of microparticles randomly distrib-
uted through the network (Figure S3, Supporting Information). 
As observed previously for ZnO-T networks with other metal 
oxides,[22] the arising of a second type of spherical micropar-
ticles was promoted under the used synthesis conditions; an 
increase in the concentration of Sn metal microparticles results 
in larger agglomerates and a denser distribution of the addi-
tional spherical Zn2SnO4 microparticles.[22] In both cases, that 
is, ZnO-T-Bi2O3 and ZnO-T-Zn2SnO4 hybrid networks, the 
changes in morphology by increasing the content of metal 
particles is difficult to observe due to the large range of tetra-
pods dimensions. However, the essential changes were not 
observed by SEM in both cases.
2.2. Chemical and Structural Study of Hybrid 3D Networks
Elemental mappings, at high and low magnifications, of the 
ZnO-T and ZnO-T-Bi2O3 hybrid networks (ZnO:Bi 20:1) are 
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presented in Figure 2a–d and Figure S4 (Supporting Informa-
tion), while those for ZnO-T and Zn2SnO4 hybrid networks 
(ZnO:Sn 15:1) are displayed in Figure 2e–h. Independent of 
the size of the structures (Figure 2a–d and Figure S4, Sup-
porting Information), it can be observed that Bi disperses onto 
the entire surface of all ZnO tetrapods. Such results were also 
confirmed by energy dispersive X-ray spectrometry (EDX) line 
scans taken along the tetrapod arms as well as on ends, which 
are shown in Figure S5a–d and Figure S5e–h (Supporting 
Information), respectively. In the ZnO-T-Zn2SnO4 hybrid net-
works, the Sn-oxide was mainly observed in the randomly dis-
persed additional microsized spherical agglomerates through 
the network (Figure 2e–h). Furthermore, only a low concentra-
tion of Sn-oxide was detected on the ZnO-T surface. Hence, 
in the case of the ZnO-T-Bi2O3 samples, it can be speculated 
that the absence of spherical agglomerations of microparticles 
or other types of microstructures reveals that Bi2O3 is well-
dispersed on the ZnO-T surface, forming a core–shell structure 
www.afm-journal.dewww.advancedsciencenews.com
Figure 1. SEM images showing the morphologies of the following hybrid samples at lower and corresponding higher magnification: a,b) ZnO:Bi (20:1); 
c,d) ZnO:Bi (10:1); e,f) ZnO:Sn (30:1); and g,h) ZnO:Sn (15:1).
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and a tetrapodal network. Figure S6 (Supporting Informa-
tion) shows the EDX spectrum of the spherical microparticles 
from ZnO:Sn (15:1) networks, where peaks of Zn, O, and Sn 
can be distinguished. The estimated [Zn]:[O]:[Sn] ratio by EDX 
analysis (see Figure S6, Supporting Information) indicates the 
formation of Zn2SnO4, which was further confirmed by X-ray 
diffraction (XRD) analysis as shown below.
The structural characterization of the hybrid networks was 
performed using XRD and Raman spectroscopy techniques. 
The X-ray diffractograms of ZnO-T hybrid networks with Bi2O3 
and Zn2SnO4 are shown in Figure S7 (Supporting Information). 
The diffraction maxima assigned to ZnO according to JCPDS 
PDF Card No. 36-1451 (space group P63mc (186)) are marked 
with “#”. For the hybrid ZnO-T-Bi2O3 3D network, there are 
two sets of diffraction maxima ascribed to Bi2O3 (JCPDS Card 
No. 10-0244) marked with “+” and to ZnO marked with “#”, 
respectively (Figure S7a, Supporting Information). Diffrac-
tion from the (100), (002), (101), (102), (110), and (103) crystal 
planes from the ZnO wurtzite structure were detected as the 
strongest major peaks in the XRD patterns for all the network 
samples. No significant changes for the characteristic diffrac-
tion maxima of ZnO were observed, indicating that the main 
networks remain stable and the constituting materials are 
attached to it or covering the entire surface. The XRD pattern 
of the ZnO-T with the Zn2SnO4 hybrid 3D network is shown 
in Figure S7b (Supporting Information). In addition to the dif-
fraction peaks of ZnO wurtzite, few more diffraction maxima 
with lower intensities were observed, indicating the presence 
of the Zn2SnO4 cubic-face-centered (CFC) spinel structure 
described by the { (227)}3Fd m  space group and lattice constant 
a = 0.86574 nm. The diffraction maxima of the zinc stannate 
were indexed to the JCPDS Card No. 24-1470 and marked on 
the graph as “+”. Taking into account that the formation of 
Zn2SnO4 was also demonstrated by XRD investigations in a 
previous work,[22] one can assume that the added Sn-metal 
microparticles are oxidizing and transforming into Zn2SnO4 
during thermal annealing, being described by the following 
Equations (1)–(3).[8,28]
 →∆Zn(s) Zn(g)  (1)
 →∆Sn(s) Sn(g)  (2)
+ + =2Zn(g) Sn(g) 2O Zn SnO (s)2 2 4  (3)
Thus, following this assumption, the Zn2SnO4 is formed by 
the interaction of Zn and Sn vapor.[8,28] Also, Zn2SnO4 is in the 
form of closely packed oxygen ions and rutile chains connected 
by cations in the tetrahedral sites, and these chains are con-
duction paths for electrons due to unoccupied orbitals of the 
cations that overlap in the rutile.[29]
2.3. Micro-Raman Study of Hybrid 3D Networks
Figure 3a,b shows the room-temperature (RT) micro-Raman 
spectra of the ZnO-T hybrid networks with (a) Bi2O3 (ZnO:Bi 
20:1) and (b) Zn2SnO4 (ZnO:Sn 30:1). Due to the random dis-
tribution of the secondary phases in ZnO-T, the Raman spectra 
were measured at different points of the hybrid networks. In 
the case of the ZnO:Bi (20:1) samples, all the detected peaks 
can be assigned to the typical active modes belonging to first 
and second-order Raman scattering of the ZnO wurtzite struc-
ture (see Figure 3a).[30] While discussing the Raman spectra 
of these ZnO-T structures, different aspects need to be con-
sidered as follows. The wave-vector conservation restricts the 
phonons involved in first-order Raman scattering to those 
near k ≈ 0 and depends on incident and scattering geometry 
relatively to the principal axis of the ZnO crystal, resulting in 
a shift in the frequencies of the transverse (TO) and longitu-
dinal (LO) modes. In addition, a mixing character between A1 
and E1 polar modes may occur when the incident beam propa-
gates in a direction that is not aligned with the axis of the ZnO 
crystal; moreover, a shift in the frequencies of the TO and LO 
modes can be observed.[31] Furthermore, when activated by 
disorder, phonons from the entire Brillouin zone participate 
www.afm-journal.de www.advancedsciencenews.com
Figure 2. a) SEM image and corresponding elemental mappings b–d) of Bi2O3-alloyed ZnO tetrapod arm (ZnO:Bi 20:1) by energy dispersive 
X-ray spectrometry: b) Zn Lα1_2; c) O Kα1; and d) Bi Mα1. e) SEM image and corresponding elemental mappings f–h) of Zn2SnO4-alloyed ZnO 
tetrapod hybrid networks (ZnO:Sn 15:1) by energy dispersive X-ray spectrometry: f ) Zn Lα1_2; g) O Kα1; and h) Sn Lα1. Scale bars for all images 
are 5 µm.
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in second-order Raman scattering, leading to a rich spectrum 
like the one observed in Figure 3a. The second-order Raman is 
determined by both the phonon density of states and the selec-
tion rules of the two-phonon scattering processes. The simi-
larity of the Raman spectra from different regions indicates a 
homogenous distribution of the defects in the ZnO lattice. In 
the β-Bi2O3 phase, we observed three bands at about 128, 317, 
and 462 cm−1, corresponding to BiO stretches as reported.[32] 
However, regardless of the analyzed region of the ZnO:Bi (20:1) 
sample, none of the Raman bands detected can be assigned 
unambiguously to the β-Bi2O3 phase. We interpret these results 
as a consequence of the superposition of two effects: (i) the high 
laser depth penetration relative to the thickness of the β-Bi2O3 
layer over the ZnO-T structures, and (ii) the strong intensity of 
the second-order Raman scattering from ZnO.
In a similar way, the main vibrational frequencies of the 
hybrid network of ZnO-T with zinc stannate were assigned to 
the ZnO crystal lattice (see Figure 3b), and the main aspects 
discussed above regarding the contribution of the ZnO-T struc-
tures remain valid to interpret the Raman spectra of Figure 3b. 
Depending on the analyzed region of the sample (ZnO:Sn 30:1), 
in addition to the ZnO Raman bands, two further well-defined 
vibrational modes with peaks at 535 and 668 cm−1 were also 
observed. The Raman band at 668 cm−1 matches the vibra-
tional modes reported for the crystalline spinel structure of 
Zn2SnO4,[33,34] already identified by XRD results, and is assigned 
to the mode of A1g symmetry of the Zn2SnO4 spinel structure.[35] 
Despite the Raman band at 535 cm−1 being at a higher frequency 
than the reported values for the E2g mode of Zn2SnO4,[33,35] we 
consider this band related to this crystalline phase. We believe 
that the broadening of this Raman band and the frequency shift 
is due to the overlap with the LA and B1 modes of ZnO. Con-
cerning the detection of the Zn2SnO4 Raman bands, the depend-
ence of the micro-Raman spectra on the probed sample region 
agrees with a non-uniform distribution of the Zn2SnO4 phase, as 
was observed by SEM (see Figure S3, Supporting Information).
2.4. Photoluminescence Study of the Hybrid 3D Networks
Figure S8 (Supporting Information) shows room-temperature 
(RT) absorbance and photoluminescence excitation (PLE) 
spectra of the ZnO-T with Bi2O3 (ZnO:Bi 20:1) and Zn2SnO4 
(ZnO:Sn 30:1) hybrid 3D networks, respectively. The PLE was 
monitored at the PL maxima as discussed in Text S2 (Sup-
porting Information). In order to evaluate the RT PL properties 
of the ZnO-T with Bi2O3 (ZnO:Bi 20:1) and Zn2SnO4 (ZnO:Sn 
30:1) hybrid networks, excitation energy-dependent PL measure-
ments were realized as shown in Figure S9 (Supporting Infor-
mation). It can be observed that a strong green band emission 
with a maximum at ≈2.4 eV is present for the studied network 
samples. However, the spectral shape of the broad emission 
band was found to be dependent on the excitation energy used. 
A decrease of the green-band full width at half maximum 
(FWHM) was found to occur by decreasing the excitation energy, 
in particular for energies below the ZnO bandgap. Such a ten-
dency suggests that the observed green PL is due to an overlap 
of emitting centers rather than a single one. On the other hand, 
and corroborating the PLE discussion (see Text S2, Supporting 
Information), the data also indicate that the low-energy excita-
tion bands are likely to be originating from crystalline phases 
other than ZnO. The same spectral shape and peak positions 
are expected if the green band is due to the same defect in the 
ZnO host, which could be excited by energy above and below the 
material bandgap. Since this is not the case, the excitation bands 
(Figure S8, Supporting Information) are believed to originate 
from Bi2O3 and Zn2SnO4 phases, which are responsible for the 
green luminescence observed in such materials and commonly 
associated with intrinsic defects (e.g., oxygen vacancies).[36,37] In 
the ZnO host, the chemical nature of the defect responsible for 
the green band has been widely debated in the literature, where 
its relation to intrinsic defects and their complexes is one of the 
most likely explanations considered.[38] However, some of these 
intrinsic defects are known to have high formation energies and 
are unlikely to occur. This is the case for an oxygen vacancy (VO) 
in ZnO, which leads to a deep donor located at ≈1.0 eV below 
the conduction band.[39] On the other hand, unstable zinc inter-
stitials, Zni, give rise to shallow donors with low migration ener-
gies, which are therefore fast diffusers.[39] Among the intrinsic 
defects in ZnO, zinc vacancies (VZn) and oxygen interstitials (Oi) 
result in deep acceptors.[40] Apart from its association with the 
www.afm-journal.dewww.advancedsciencenews.com
Figure 3. Room-temperature micro-Raman spectra of the ZnO-T with 
a) Bi2O3 (ZnO:Bi 20:1) and b) Zn2SnO4 (ZnO:Sn 30:1) hybrid networks. 
A 442 nm laser line was used as excitation source.
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recombination of intrinsic defects and surface defects,[38] some 
authors argue that the structured green band observed in ZnO 
at low temperatures is due to extrinsic impurities such as Cu.[41] 
Furthermore, the observed modulation of the visible broadbands 
have also been discussed on the basis of the whispery gallery 
modes (WGM) typically observed in micro-nanostructured 
optical resonators and ZnO needles.[42] In order to evaluate the 
spectroscopic features of ZnO-T with the Bi2O3 (ZnO:Bi 20:1) 
and Zn2SnO4 (ZnO:Sn 30:1) hybrid networks, the samples were 
cooled down to 10 K and the temperature-dependent PL spectra 
between 10 K and RT were measured under 3.8 eV photon exci-
tation, as presented in Figure S10 (Supporting Information). 
The used excitation conditions are above the bandgap energies 
for ZnO, Bi2O3, and Zn2SnO4. Therefore, we are able to simul-
taneously observe the recombination processes from the dif-
ferent hosts. The low-temperature PL result reveals that both 
samples exhibit the structured green emission at ≈2.4 eV, which 
was earlier reported by Dingle.[41] Therefore, with the used 
excitation conditions, the main observed PL is due to the recom-
bination in the ZnO host. In the case of the ZnO-T with Bi2O3 
(ZnO:Bi (20:1) network), a well-defined, structured near-band-
edge recombination (Figure S10a, Supporting Information) is 
observed due to donor-bound excitons (D0X), two electron sat-
ellites (TES), and surface defects.[18,43] With an increase in the 
temperature, a general decrease of the PL intensity is observed 
due to nonradiative processes, which compete with the radiative 
ones. In particular, the thermal quenching of the D0X recom-
bination is evidenced through the dissociation of the exciton 
complex, releasing free carriers to the bands. On the other 
hand, for the ZnO-T with Zn2SnO4 (ZnO:Sn (20:1) network), no 
shallow level recombination was detected even at low tempera-
tures, where the main emission is mediated through deep level 
recombination. Increasing the temperature of samples may 
allow the identification of the nature of the green band (shown 
at RT in Figure S9, Supporting Information), when the consti-
tuting oxides of the hybrid network are simultaneously excited. 
The behavior with the increase in temperature of the peak posi-
tion and spectral shape of the green band is different from that 
expected for a single emitting defect. This result shows that the 
green emission is composed of an overlap of emitting centers 
in the same spectral band originating from ZnO, Bi2O3, and 
Zn2SnO4 phases.
2.5. Gas Sensing Properties of Hybrid ZnO-T-Bi2O3 
and ZnO-T-Zn2SnO4 3D Networks
Figure 4a shows the gas sensing results of ZnO-T-Bi2O3 
(ZnO:Bi 20:1) hybrid networks. It can be seen that at an oper-
ating temperature (OPT) of 400 °C the sensor structures dem-
onstrated a good selectivity to H2 gas with a gas response of 
SH2 ≈ 8, while the gas response to CO and ethanol vapors at 
the same operating temperature was 2 and 2.6, respectively. We 
note that these values are higher compared to pristine ZnO-T 
networks (see inset in Figure 4a). A gas response to CH4 gas 
was not observed for these samples. The resulting selectivity 
factors at an operating temperature of 400 °C are SH2/SEtOH 
≈ 4 and SH2/SCO ≈ 3. The optimal operating temperature for 
EtOH vapor is 350 °C with a response SEtOH ≈ 3. While the 
optimal operating temperature of the CO gas is 400 °C, as for 
H2 gas, the sensor structure exhibits the lowest gas response of 
SCO ≈ 2. For samples with a higher content of Bi-metal micro-
particles (ZnO:Bi 10:1), inferior gas sensing performances were 
observed compared to ZnO:Bi (20:1) samples (Figure S11a, 
Supporting Information). The gas response did not reach values 
higher than 1.5 and the sensitivity and selectivity to H2 gas 
were decreased considerably (SH2 ≈ 1.5, SH2/SEtOH ≈ 1.1, and 
SH2/SCO ≈ 1.2). Due to poor stability with a slow response and 
recovery (Figure S11b, Supporting Information), we excluded 
the ZnO:Bi (10:1) samples from further investigations. All 
studied ZnO:Bi samples demonstrated a characteristic p-type 
sensing response (namely, a decrease in current under expo-
sure to reducing gases). The related sensing mechanism will be 
further discussed in the following sections.
Figure 4b shows the data of the gas response versus the oper-
ating temperature of the ZnO-T with Zn2SnO4 (ZnO:Sn 30:1) 
hybrid networks based sensor. In the case of all studied ZnO:Sn 
samples, an n-type sensing behavior was observed (increase in 
resistance after exposure to reducing gases, as well as for pris-
tine ZnO-T networks, see inset in Figure 4a). The highest gas 
response was obtained for CO gas, SCO ≈ 29.3, at 275 °C oper-
ating temperature. The gas response to H2 gas and CH4 gas 
at the same OPT was 2.3 and 1.8, respectively. These results 
demonstrate a high selectivity of the ZnO-T-Zn2SnO4 (ZnO:Sn 
30:1) hybrid networks to CO gas at 275 °C operating tempera-
ture. The optimal OPT for H2 gas is 250 °C with SH2 ≈ 4.11, 
while for ethanol vapors and CH4 gas the optimal OPT are 
225 and 275 °C, with SEtOH ≈ 1.54 and SCH4 ≈ 1.8, respectively. 
The selectivity factors for CO gas at optimal OPT (275 °C) are 
SCO/SH2 ≈ 12.7, SCO/SEtOH ≈ 29.3, and SCO/SCH4 ≈ 16.3.
Similar to the case of the ZnO-T-Bi2O3 hybrid networks-
based sensor structures, ZnO-T-Zn2SnO4 networks with higher 
concentration of Sn-metal microparticles (ZnO:Sn 15:1) reveal 
lower gas response when compared to ZnO:Sn (30:1) samples 
(see Figure S11c, Supporting Information). The optimal oper-
ating temperature remained at the same values for all tested 
gases, with the exception of EtOH-ethanol vapor, due to com-
plete reduction in gas response. The response to H2 gas of the 
ZnO:Sn (15:1) samples decreased about three times in com-
parison with ZnO:Sn (30:1) samples (SCO ≈ 9 vs SCO ≈ 29.3). 
Besides the decrease in gas response, a considerable increase 
in response time (τr) and recovery time (τd) for ZnO:Sn (15:1) 
samples was observed (see Table S1 and Figure S11d, Sup-
porting Information). Thus, ZnO-T-Zn2SnO4 networks with 
higher concentration of Sn metal microparticles (ZnO:Sn 15:1) 
were excluded from further investigations.
The gas response versus gas concentration (in ppm) was 
also investigated for ZnO-T-Bi2O3 (ZnO:Bi 20:1) and ZnO-
T-Zn2SnO4 (ZnO:Sn 30:1) hybrid 3D networks. Results for 
gas response versus H2 gas concentration for ZnO-T-Bi2O3 
and gas response versus CO gas concentration for ZnO-T-
Zn2SnO4 hybrid networks are presented in Figure 4e,f, respec-
tively (in the log vs log plot). The respective slope values were 
determined from linear fitting of the curves (see Figure 4e,f). 
Also, the sensitivity of sensors was calculated and included in 
Table S1 (Supporting Information).
In order to determine the rapidity of the sensors, the 
response and recovery times (defined as the time required for 
www.afm-journal.de www.advancedsciencenews.com
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the response to obtain 90% of the final response and recovery 
values, respectively) were calculated from the transient gas 
response of the ZnO:Bi (20:1) and ZnO:Sn (30:1) at their 
optimal operating temperature (see Figure 4c,d). The calcu-
lated values are presented in Table S1 (Supporting Informa-
tion). As can be observed, ZnO-T with Bi2O3 hybrid networks 
www.afm-journal.dewww.advancedsciencenews.com
Figure 4. Gas response versus operating temperature for a) Bi2O3-alloyed ZnO-T hybrid networks (ZnO:Bi 20:1) (in inset results for the pristine ZnO-T 
networks are presented) and b) Zn2SnO4-alloyed ZnO-T hybrid networks (ZnO:Sn 30:1). Transient response of the c) Bi2O3-alloyed ZnO-T hybrid net-
works (ZnO:Bi 20:1) to reducing gases at 400 °C operating temperature and d) Zn2SnO4-alloyed ZnO-T hybrid networks (ZnO:Sn 30:1) to reducing 
gases at 275 °C operating temperature. Gas response of hybrid networks versus concentration of hydrogen gas: e) Bi2O3-alloyed ZnO-T (ZnO:Bi 10:1) 
and f) Zn2SnO4-alloyed ZnO-T (ZnO:Sn 30:1).
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demonstrated faster response and recovery times. Furthermore, 
by an increase of the concentration of metal microparticles 
for both types of samples (ZnO:Bi and ZnO:Sn), a decrease in 
rapidity of the sensors can be observed.
Figure 5 shows a compilation of the results on the gas 
response of the studied sensor samples at their optimal oper-
ating temperature. Consequently, samples with higher density of 
metal particles in the network precursors demonstrate inferior 
gas sensing properties. Also, evident differences in selectivity 
of the samples, in dependence of added metal microparticles 
were observed. ZnO:Bi (20:1) hybrid networked samples showed 
good selectivity to H2 gas at 400 °C operating temperature, the 
same as the pure ZnO-T networks,[8] but with improved gas 
response. In the case of ZnO-T-Zn2SnO4 hybrid networks, an 
excellent selectivity to CO gas was achieved, especially for sam-
ples with lower density of tin oxide microparticles. It has been 
demonstrated that there exists a possibility to change/tune the 
selectivity of the ZnO-T networks, as in the case of ZnO-T with 
Fe2O3, CuO, and ZnAl2O4 networks.[22] The related gas sensing 
mechanism will be further discussed in the next section.
The main advantages of the developed hybrid 3D networks 
are high porosity and anti-agglomeration properties that facil-
itate the diffusion of gas molecules to the tetrapods’ arms 
(leading to a higher and rapid sensitive response) and the pos-
sibility to tune the sensors’ selectivity by adequate and rational 
selection of added metal microparticles. Thus, taking into 
account the catalytic effect of other semiconducting oxides and 
the influence of different formed heterostructures, the forma-
tion of unique and novel hybrid structures can be realized. In 
this work, even with the size of tetrapods in micrometric range, 
through the hybridization with Bi2O3 and Zn2SnO4 it was pos-
sible to obtain high-performance sensors for selective detection 
of H2 and CO gases, respectively.
2.6. The Gas Sensing Mechanism Proposed 
for the Hybrid 3D Networks
The discussion of conduction mechanisms of the hybrid sensor 
structure and the gas sensing mechanisms is supported by the 
measured experimental data. The energy band diagrams of the 
promoted heterojunctions based on the ZnO-T with Bi2O3 and 
on the ZnO-T with Zn2SnO4 semiconductors are depicted in 
Figure S12 (Supporting Information). From SEM, XRD, EDX, 
Raman, and sensing investigations, the following conclusions 
can be formulated: (i) p-Bi2O3 is well dispersed on the surface 
of ZnO-T, giving rise to p-p homojunctions between different 
ZnO-T arms of the neighboring tetrapods, resulting in the 
p-type gas sensing behavior of the samples; (ii) n-Zn2SnO4 
micro- and nanostructures form additional Zn2SnO4-ZnO 
heterojunctions, which contribute to an improvement in the 
sensing properties of the samples.[44–47]
Figure 6a illustrates the schematic gas sensing mechanism 
of the ZnO-T-Bi2O3 hybrid networks. Due to a relatively thick 
layer of Bi2O3 on the surface of the ZnO-T arms (in the range 
of 300–400 nm, see Figure S13, Supporting Information), 
the electrical conduction will occur mainly through the hole 
accumulation layer (HAL) created on the Bi2O3 surface, while 
Bi2O3/ZnO-T do not participate in surface reactions.[15–17] This 
phenomenon is specific for semiconductors with p-type con-
ductivity, and the related gas sensing mechanism has also been 
proposed earlier.[15–17] Since modulation of the potential bar-
riers at grain boundaries is excluded, as it occurs in the case 
of n-type semiconductors, modulation of HAL width is respon-
sible for the variation in resistance of the sensor structure under 
exposure to the tested gases (see Figure 6a).[15–17] At exposure to 
ambient air (in air, see Figure 6a), the oxygen atomic species 
are chemisorbed onto the surface of the Bi2O3 layer, which cre-
ates the HAL region ( O (g) O (ads) h )12 2 ↔ +
− + [17] with relatively 
lower resistance compared to the core region of ZnO. Thus, 
the current will flow mainly through the HAL region created 
at the Bi2O3/ZnO-T surface. At exposure to H2 gas, the oxida-
tion of H2 molecules (H2(g) + O− (ads) + h+ → H2O(g))[15] will 
take place, and due to the released electrons the width of HAL 
regions will decrease (in H2, see Figure 6a). Consequently, 
the current through the HAL region decreases according to 
gas sensing investigations (see Figure 5c and Figure S11b, 
Supporting Information). Bi2O3 p-type materials and their 
composites have not been investigated as intensively as ZnO 
and SnO2,[48] and only a few reports are available in the litera-
ture[44,49] on their gas sensing behavior towards reducing gases. 
Very few studies have demonstrated good H2 gas response at 
relatively high operating temperatures but with lower response 
speed,[44,49] which could explain the improved sensing proper-
ties of the ZnO-T-Bi2O3 hybrid 3D networks and the decrease in 
rapidity (speed of response) as compared to that of pure ZnO-T 
3D networks.
In the case of ZnO-T-Zn2SnO4 hybrid networks, the improved 
CO gas sensing properties can be explained as below. Due to 
the additionally formed Zn2SnO4/ZnO-T heterojunctions (see 
Figure S12b, Supporting Information), more potential barriers 
appear that lead to a more efficient resistance modulation of the 
sensor under exposure to the tested gas (see Figure 6b). Thus, 
two mechanisms are involved in the gas detection process, 
namely, modulation of the potential barriers between ZnO-T 
arms (described in a previous work for ZnO-T networks[8]) 
and at Zn2SnO4/ZnO-T heterojunctions (bi-functional sensing 
mechanism,[25,50] see Figure 6b). The ΔVb (air) is related to 
chemisorption of oxygen species upon exposure to air of the 
www.afm-journal.de www.advancedsciencenews.com
Figure 5. Gas response versus type of the samples studied at their 
optimal operating temperature: ZnO:Bi—400 °C; ZnO:Sn—275 °C; and 
ZnO—400 °C.
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ZnO-T-Zn2SnO4 hybrid 3D networks to air (in Air, Figure 6b). 
Upon exposure to CO gas (CO(g) + O− (ads) → CO2(g) + e−),[46,47,51] 
the heights of the potential barriers are decreasing (ΔVb (CO) 
due to released electrons (in CO, Figure 6b), leading to an 
improved modulation in resistance of the hybrid networks.[50,51] 
Improved selectivity of ZnO:Sn samples to CO gas can be 
explained based on gas sensing investiga-
tions of other Zn2SnO4-ZnO sensors, which 
have also demonstrated high sensitivity and 
selectivity to CO gas.[46,47,51–53] However, the 
higher density of the Zn2SnO4 microparticles 
leads to a formation of agglomerates in the 
hybrid networks and hence to a decreased 
porosity (see Figure 1), which leads to a lower 
gas response, but an almost identical selec-
tivity, as observed in the experimental data.
2.7. Sensor Devices Based on a Single 
Structure and Its Sensing Mechanism
Several devices have been fabricated based on 
individual tetrapod arms (ZnO-T-Bi2O3 and 
ZnO-T-Zn2SnO4) with different diameters 
and lengths hereafter designated as Bi1, Bi2, 
and Bi3 (for ZnO-T-Bi2O3 samples), and as 
Sn1 and Sn2 (for ZnO-T-Zn2SnO4 samples). 
The geometrical parameters of the devices 
based on ZnO-T-Bi2O3 and ZnO-T-Zn2SnO4 
arms are presented in Table S2 (Supporting 
Information). All the devices were tested 
to UV light and various gases. The devices 
based on a single ZnO-T-Bi2O3 arm showed 
poor UV response (see Figure S14, Supporting Information), 
but interesting results on H2 gas sensing were obtained. 
Figure 7a shows the current–voltage characteristic of the device 
Bi2, based on a single ZnO-T-Bi2O3 arm, where the inset 
presents a SEM image of the fabricated and studied device. 
This device exhibits a high H2 gas response (≈70) at room 
www.afm-journal.dewww.advancedsciencenews.com
Figure 6. Illustration of proposed gas sensing mechanism for ZnO-T hybrid networks alloyed with: a) Bi2O3 and b) Zn2SnO4; at exposure to ambient 
air and to test gases (H2 for ZnO:Bi and CO for ZnO:Bi).
Figure 7. a) The current–voltage characteristic of the device based on a single ZnO-T-Bi2O3 
arm (device Bi2) measured at room temperature in the dark. b) Dynamic H2 gas (100 ppm) 
response measured at room temperature. c) Gas response to different types of gases and vapor 
measured at room temperature (concentration of all gases—100 ppm). In the inset, data for 
the gas response to 50 ppm H2 gas at ≈30% RH and ≈70% RH are shown. d) Dynamic gas 
response to 50 ppm H2 gas at 30% RH and 70% RH.
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temperature with good repeatability (see Figure 7b). The selec-
tivity compared to other gases was also tested (see Figure 7c), 
and despite a negligible gas response (<1.5) to CH4, ethanol, 
and acetone, the device provides an excellent selectivity to H2 
gas at room temperature. The influence of relative humidity 
(RH) under sensing device parameters is another important 
factor since water vapor is present in most real applications.[54] 
Therefore, all the devices developed in this work were tested at 
ambient 30% RH, whereas device Bi2 was tested at ambient 
30% RH and at 70% RH (see inset in Figure 7c,d and Table S4, 
Supporting Information). A decrease in sensitivity by about 
25%, that is, from ≈36 to ≈27 (for 50 ppm H2 gas, see Table S4, 
Supporting Information), is observed and can be explained on 
the basis of the competition among the adsorbed oxygen mole-
cules onto the surface of the tetrapod’s arm between H2O and 
H2.[17,55] The response times (τr) and recovery times (τf) were 
calculated under different conditions and are summarized in 
Table S4 (Supporting Information). For 100 ppm H2 gas the 
respective values are ≈3.5 and ≈25 s, which are comparable with 
one of the best results reported in the literature, even at higher 
operating temperatures (see Table 1). Compared to results from 
the ZnO-T-Bi2O3 hybrid networks, the gas response of a single 
tetrapod arm is much better (≈9 times higher) although the 
response time is comparable, and the recovery time of the net-
works is faster due to a higher operating temperature (400 °C). 
Figure S15 (Supporting Information) shows the gas response 
versus concentration of H2 gas. The lowest detection limit of 
1 ppm can be approximated from this graphic (see Figure S15, 
Supporting Information) by linear fitting and the response cri-
teria of Rair/Rgas > 1.2.
The other devices based on single ZnO-T-Bi2O3 with dif-
ferent geometrical parameters of the tetrapod’s arm (see 
Table S2, Supporting Information) were tested as well (that is, 
Bi1 and Bi3). A SEM image of the Bi1 device is presented in 
the inset of Figure S14 (Supporting Information), while the one 
of device Bi3 is shown in the inset of Figure S16 (Supporting 
Information). Figure S16 (Supporting Information) shows 
the dynamic H2 response of the Bi1 and Bi3 devices at room 
temperature. Calculated gas responses with τr and τd values 
are summarized in Table S4 (Supporting Information). These 
devices demonstrated more inferior parameters. For example, 
device Bi3 showed a long recovery time with relatively low gas 
response, while device Bi1 showed a high instability and a low 
repeatability. However, the gas response value is still higher 
than for pristine ZnO microwire- and nanowire-based devices 
reported earlier by Lupan et al.[1,18,48,56]
For the devices based on ZnO-T-Zn2SnO4 arms, that is, 
for device Sn1 (see Figure S18, Supporting Information), 
poor UV and gas sensing properties were obtained. How-
ever, more interesting sensing properties were observed for 
device Sn2 based on a single tetrapod (see Figure 8a), which 
showed single Schottky contact (see Figure S19, Supporting 
Information). Figure S20 (Supporting Information) shows the 
dynamic UV response of device Sn2 under different applied 
bias voltages, that is, −10, −1, +1, and +10 V. The calculated 
UV response and time constants are presented in Table S3 
(Supporting Information). The highest UV response was 
obtained at −10 V, but with incomplete recovery to the initial 
electrical baseline.
In the case of H2 gas exposure a considerable increase in 
the current value was observed (see Figure 8b). As was the case 
for UV exposure, the highest response was obtained under a 
negative applied bias of −10 V, with Igas/Iair ≈ 300. Under an 
applied bias voltage of +10 V the gas response was much lower 
(Igas/Iair ≈ 25). The calculated response and recovery times 
for both applied bias voltages are presented in Table S5 (Sup-
porting Information). As can be observed, under a negative 
applied bias, the recovery time is much shorter.
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Table 1. Comparison of the parameters for CO and H2 gas sensors based on different semiconducting metal oxides.
Sensing material CO conc.  
[ppm]
H2 conc.  
[ppm]
Rgas/Rair OPT  
[°C]
τr  
[s]
τd  
[s]
Year
CuO-ZnO core–shell nanowires[57a] 10 – ≈6.5 300 – – 2016
Nanostructured Co3O4[52] 25 – ≈2.2 200 >300 58 2015
Pd decorated ZnO nanorod arrays[57b] 100 – ≈4.5 300 ≈200 ≈300 2012
CuO-ZnO composite nanowire array[58] 300 – 7.6 300 26 1048 2011
Zn2SnO4:Cu[46] 200 – ≈14 350 – – 2000
ZnO/Zn2SnO4 layered type[59] 200 – ≈8 380 – – 2001
ZnO-T with Zn2SnO4 hybrid networks (ZnO:Sn 30:1) 100 – ≈29.3 275 22.7 25.6 This Work
ZnO-SnO2 composite nanofibers[50] – 0.1 78 350 74 289 2009
ZnxCu1−xOy nanocrystalline films[17] – 100 ≈10.6 300 ≈2 ≈5.5 2016
ZnO-T networks[8] – 100 1.62 400 0.08 0.18 2015
ZnO:Ag single NW[56] – 100 1.6 30 22 11 2016
ZnO-T with Bi2O3 hybrid networks (ZnO:Bi 20:1) – 100 8 400 5.3 3.9 This
Work
Single Cd-doped ZnO NW[5] – 100 ≈3.8 RT 14 11 2012
A single ZnO-T-Bi2O3 arm (Bi2) – 100 70 RT 3.52 25 This Work
A single ZnO-T-Zn2SnO4 arm (Sn2) – 100 294 RT 11.7 34.5 This Work
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Figure S21 (Supporting Information) shows the overall pro-
cess of ZnO-T integration into the device from dispersion of 
the ZnO-T-Zn2SnO4 networks to transfer onto the SiO2/Si sub-
strate. While one arm of the tetrapod (noted as 1, see Figure 8a) 
is placed onto one Au/Cr pad and in contact with Pt, another 
contact (noted as 2, see Figure 8a) is located in air without 
contact to the Au/Cr pad but still in contact with Pt. The work 
function of Pt at 6.1 eV is higher than that of ZnO, and a 
Schottky barrier (SB) is thus formed at contact 2 (Figure S22a, 
Supporting Information).[60] The gas sensing mechanism based 
on SB is presented in Text S3 (Supporting Information).
Table 1 summarizes the performances of the developed sen-
sors in comparison with some of the best results reported in 
the literature for CO and H2 gas sensors. It is clear that the 
developed CO gas sensors based on ZnO-T with Zn2SnO4 
networks show excellent gas sensing properties, while H2 gas 
sensors based on ZnO-T with Bi2O3 networks exhibit lower gas 
response compared to the other results, although the response 
rapidity of the sensors is relatively fast. In the case of sensors 
based on a single structure (Bi2 and Sn2), an excellent ultra-
high gas response was obtained at room temperature.
2.8. DFT Calculations of H2 and CO Gas Molecules Sensing 
Mechanism on Bi and Sn-Doped ZnO Tetrapods
2.8.1. Bi2O3-ZnO(0001) Surface
The DFT calculations were performed using plane-wave pseudo-
potentials[61] and employing the DFT-D2 approach described by 
Grimme[62] for modeling the interactions of the gas molecules 
with the surfaces. We have given details about 
the computation and models employed in the 
present study in the Computational Details 
section (Text S1, Supporting Information).
The Zn-terminated polar (0001) surfaces have 
been found to be the active ZnO surfaces,[63] 
and as mentioned in the Computational Details 
section, we started our simulations from our 
earlier optimized geometry of the reconstructed 
Zn-terminated ZnO(0001) surface.[64] In this 
surface structure, each Zn atom is bonded to 
three oxygen atoms with bond lengths of 1.885 
and 1.939 Å in the top surface layer. While mod-
eling the Bi2O3:ZnO(0001) surface, different 
configurations substituting three Zn atoms by 
two Bi atoms in the first bi-layer were investi-
gated and the most stable configuration was 
found by replacing two Zn atoms in the top 
layer by one Bi atom, and one Zn atom in the 
second layer by another Bi atom. After struc-
tural relaxation, the Bi atom in the second layer 
moves up into the surface to connect via a bond 
length of 2.666 Å with an O atom in the first 
layer, which became unsaturated as a result 
of only one Bi atom replacing two surface Zn 
atoms. Details of the bond lengths and bonding 
geometry are shown in Figure S23a (Supporting 
Information).
We investigated the interaction of an H2 gas molecule with 
this Bi2O3-ZnO(0001) surface by placing the molecule close 
to the top surface layer atoms in different initial possible con-
figurations. However, the H2 molecule moves away from the 
surface in all the tested configurations, except where it was 
placed near the surface oxygen atom bonded to the Bi dopants. 
In this configuration, the H2 molecule dissociates and forms 
a surface-bound water molecule that is bound weakly to the 
Bi atoms, as shown in Figure S23b (Supporting Information). 
This behavior is similar to the interaction of an H2 gas mole-
cule on the Zn-doped CuO(111) and Fe-doped ZnO(0001) 
surfaces, where the H2 molecule was found to interact with the 
surface by forming a surface-bound water molecule.[55,64] This 
interaction of the H2 molecule with the Bi2O3-ZnO(0001) sur-
face releases an energy of 50.04 kJ mol−1.
Similar to the interaction of the H2 molecule with the sur-
face, the CO molecule interacts with the surface oxygen atom 
(OSUF) bonded to two Bi atoms. The C atom of the CO mole-
cule connects with the surface oxygen atom (OSUF), while the O 
atom of the molecule binds to a Bi (Bi1) atom, forming a bent 
CO2 molecule as shown in Figure S23c (Supporting Informa-
tion). As a result of this surface–molecule interaction, a surface 
oxygen (OSUF) moves up and the Bi(Bi2)-OSUF bond is elon-
gated, with an increase in bond length from 2.199 to 3.344 Å. 
We note that the CO molecule interacts more strongly with the 
Bi2O3-ZnO(0001) surface than the H2 molecule, releasing an 
energy of 173.8 kJ mol−1.
We have plotted the charge density difference between the 
adsorbed surface–molecule configurations and the bare surface 
and isolated molecule for both the H2 and CO molecules 
(Figure 9a,b). As the H2 molecule forms a surface-bound H2O 
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Figure 8. a) SEM image of the device Sn2, based on a single ZnO-T-Zn2SnO4 tetrapod. The 
inset shows the schematic structure of the device Sn2. b) Current–voltage characteristic in air 
and under H2 gas exposure (100 ppm) of the device Sn2. The inset presents the current–voltage 
characteristic in air for better visualization of a single Schottky contact. Dynamic H2 response 
of the device Sn2 with single Schottky contact at applied bias: c) −10 V and d) +10 V.
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molecule by changing the surface geometry, we note a signifi-
cant charge transfer, which is also reflected in the change in 
the Fermi energy, which increases to −0.512 eV from its value 
of −1.757 eV. Similarly, charge transfer occurs between the CO 
molecule and the surface, where the molecule gains 0.09 e− pos-
itive charge. Here also, the Fermi energy increases by 0.44 eV, 
changing its value to −1.319 eV.
2.8.2. Zn2SnO4-ZnO(0001) Surface
Similar to the Bi2O3-ZnO(0001) surface, we also modeled dif-
ferent configurations of Sn doping by replacing two Zn atoms 
by one Sn atom in the first bi-layer of the ZnO(0001) surface. 
The most stable structure is shown in Figure S24a (Supporting 
Information), where the Sn atom occupies a site at the top of 
the second layer, leaving the O and Zn atoms more exposed 
toward the interaction with gas molecules. The Sn dopant atom 
binds to oxygen atoms in the first layer, which became unsatu-
rated as a result of the Zn vacancy created as a result of the Sn 
doping. In the relaxed geometry, Sn is found to bind with three 
oxygen atoms in the top layer and two oxygen atoms below in 
the second layer. Figure S24a (Supporting Information) shows 
the detailed bonding arrangement.
For H2 adsorption, we investigated numerous initial config-
urations by placing the H2 molecule close to different surface 
atoms, including the Sn dopant atom. Upon interaction with 
the Zn2SnO4-ZnO(0001) surfaces, the H2 molecule dissociates 
Figure 9. Electronic density difference plot of H2 and CO bound structures on the a,b) Bi2O3-ZnO(0001) surface and c,d) Zn2SnO4-ZnO(0001) surface, 
showing charge transfer in the regions between the molecule and the surface atoms upon interaction. Light gray and dark gray contours indicate 
electron density increases and decreases, respectively, by 0.004 electrons Å−3. Bader charge values are in e−.
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and one of the H atoms (Ha) binds to a surface O atom 
(dHa-O = 0.975 Å), while the second H atom (Hb) connects with 
one of the surface Zn atom, with a bond length of 1.533 Å. We 
note that the Zn atom moves upward to connect with the Ha 
atom, increasing ZnO bond lengths to ≈2.28 Å (Figure S24b, 
Supporting Information). This H2–surface interaction releases 
101.2 kJ mol−1 energy, which is almost double the amount 
of energy released during the H2 interaction with the Bi2O3-
ZnO(0001) surface.
The CO molecule interacts with the Zn2SnO4-ZnO(0001) 
surface through its C atom, binding to one of the surface oxy-
gens (OSUF) with a bond length of 1.391 Å, resulting in a bent 
CO2 geometry. The OSUF atom moves up, thereby elongating 
the bond length with the Zn atom in the top layer from 1.994 to 
2.591 Å. The other bond lengths are shown in Figure S24c (Sup-
porting Information). We note that the CO molecule binds to 
the surface exothermally, releasing an energy of −97.2 kJ mol−1, 
although less strongly than on the Bi2O3-ZnO(0001) surface.
The charge density plot and Bader charge analysis show 
charge transfer between the surface and the H2 molecule, 
where the Ha atom loses electrons to become positively charged 
(0.67 e−) after binding with the surface oxygen atom, while the 
Hb atom gains electrons (−0.30 e−) from the surface Zn atom, 
which results in a charge redistribution on the surface, as 
shown in Figure 9b,c. The H2 molecule thus has split into a 
proton bound to a surface oxygen, and a hydride ion bound to 
the surface Zn, similar to H2 gas molecule dissociation on the 
Cu2O(111) surface.[65]
In the case of the interaction of the CO gas molecule with 
the surface, the molecule loses 0.12 e− after interacting with the 
surface oxygen atom. We observed changes in the electronic 
structure as a result of the interaction of the molecules with the 
surfaces, as the value of Fermi energy decreases to −2.419 eV in 
the case of the H2 gas molecule, while it increases to −1.783 eV 
after the sorption of the CO gas molecule, from an initial value 
of −2.220 eV.
3. Conclusions
Hybrid 3D networks and single structures based on ZnO tet-
rapods (ZnO-T) with MexOy and ZnxMe1−xOy (Me = Bi and Sn) 
with improved gas sensing properties were successfully synthe-
sized in this work. Detailed morphological, structural, vibra-
tional, and optical studies of the materials were performed and 
discussed. Under the experimental conditions used, the Raman 
spectra were dominated by the vibrational modes expected for 
the ZnO wurtzite structure. However, for the hybrid ZnO-T-
Zn2SnO4 networks additional vibrational modes were identi-
fied and assigned to the zinc stannate phase, corroborating the 
X-ray diffraction patterns. The ZnO-T-Bi2O3 hybrid networks 
demonstrated exellent response and good selectivity for H2 gas 
(SH2 ≈ 8) at 400 °C operating temperature with p-type sensing 
behavior. The gas sensing mechanism was explained on the 
basis of Bi2O3–Bi2O3 junctions and the modulation of a layer 
accumulating holes under exposure to the ambient air and the 
H2 gas. In the case of ZnO-T-Zn2SnO4 hybrid networks, the 
gas sensing investigations revealed excellent response and sen-
sitivity to CO gas, which was attributed to additionally formed 
Zn2SnO4/ZnO-T heterojunctions, leading to an improvement 
in resistance modulation of the sensor under exposure to the 
tested gas. Based on a single structure of ZnO-T-Bi2O3 arm and 
on a single ZnO-T-Zn2SnO4 arm or tetrapod, highly selective 
and ultra-sensitive H2 gas sensors were obtained that are able 
to work at room temperature, an important finding for applica-
tions with low power consumption. The DFT-based calculations 
have provided details into the physio-chemical processes of H2 
and CO gas molecule interactions with the Bi- and Sn-doped 
ZnO(0001) surfaces. The gas molecules interact exothermally 
with both the surfaces and the electronic structure calcula-
tions revealed changes in the Fermi energies as well as the 
charge transfer between the molecules and surface species. The 
obtained results are very important for micro- and nanodevice-
based sensing applications and in low-power electronics.
4. Experimental Section
Hybrid 3D networks of ZnO-T with MexOy and ZnxMe1−xOy (ZnO-T-
MexOy and ZnO-T-ZnxMe1−xOy) were produced by the FTS approach, 
then ZnO-T networks were mixed with Me (Me = Bi, Sn) microparticles 
in different weight ratios and subsequently annealed in air in a furnace 
at 1150 °C for 5 h.[8,22] To synthesize the hybrid networks, the ZnO-T 
grown by FTS approach were mixed with Bi and Sn metal microparticles, 
and then were annealed in air. Further details were presented in previous 
work.[22] SEM, XRD, EDX, micro-Raman measurements were performed 
as described in a previous work.[8]
The pure and hybrid networked ZnO-T sensor structures were made 
using a technological flow,[8] and UV and gas sensing measurements 
were performed as described in earlier reports.[7,8,15–18] The RH value 
during the measurements was set to 30% RH and 70% RH using a 
bubbling system, and was measured using a standard hygrometer.[14,17] 
The UV and gas response was calculated as the ratio of currents 
in “on” and “off” states (ION/IOFF) and as the ratio of the currents 
under exposure to gas and air for n-type (Igas/Iair) and p-type (Iair/Igas) 
semiconducting oxides, respectively. The devices based on a single 
structure were fabricated following the procedure described previously 
by Lupan et al.[1,18,48,56,66] Details on the DFT calculations are presented 
in Text S1 (Supporting Information).
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